WHY DEMAND DARLEY PUMPS?

ISO 9001 CERTIFIED
Our pump division is registered as an ISO 9001:2015 Certified facility accredited by Underwriters Laboratories Inc.

SELF-LOCKING DISCHARGE VALVES
Stainless steel ball valves stay secure in the position you choose.

ENGINEERED FOR LIFE
Darley engineers use the latest technology platforms such as ANSYS CFD and Solidworks to design our pumps.

DISCHARGE CHECK VALVE
Prime pumps with discharge gates open and caps removed for rapid water deployment.

SALES AND SERVICE
We strive to ship most Darley parts orders within 24 hours.

VACUUM CAST IMPELLER
Durable and efficient, balanced to fit a 10-splined stainless steel pump.

MECHANICAL SEAL
Extremely hard and heat dissipative silicon carbide stationary face allows pumps to run dry for short durations maintenance and is drip free.

AUTOCOOL™ AND MAGNATRANS™
Darley pump transmissions are the strongest in the market. The patented AutoCool™ ensures oil cooling without the possibility of water contamination.

LONGEST WARRANTY
The longest and most comprehensive warranty in the industry with a six year manufacturer’s warranty. Includes three years of parts and labor coverage at no charge on our Midship and PTO pumps. We’ve got your back.

6 YEAR MANUFACTURER’S WARRANTY
3 YEAR PARTS & LABOR
DARLEY FAMILY OF PUMPS

Darley offers over 300 high quality, highly efficient and competitively priced pumps, CAFS and related products for virtually any application. Darley pumps are 100% manufactured in the USA and backed by the industry’s longest warranty. Visit darley.com to view our complete selection and learn more reasons why you should switch to Darley pumps. Contact PumpSales@darley.com to find the right pump to meet your needs.

GASOLINE PORTABLE PUMPS
Darley Gasoline Portable Pump models are available with a wide variety of engines from Briggs & Stratton Vanguard, Honda, and Rotax.

DIESEL PORTABLE PUMPS
Darley Diesel Portable Pump models are available with a wide variety of engines from Yanmar, Kubota, Cummins, John Deere and Deutz.

ENGINE DRIVEN PUMPS
Darley Engine Driven Pump models are available with a wide variety of engines from Cummins, Deutz, Ford, GMC, Kubota and John Deere.

FRONT/REAR MOUNTED PUMPS
Darley continues to offer a wide variety of Front and Rear Mount pump configurations.

PTO PUMPS
Darley has a wide variety of PTO and hydraulically driven pumps with flows up to 1500 gpm ideal for pump and roll applications.

MIDSHIP MOUNTED PUMPS
Darley offers both manifled and non-manifled midship pumps with ratings from 1000 to 6000 gpm.

MARINE PUMPS
Darley offers marinised versions of our portable, front mount and engine driven pumps featuring engines from Honda and Steyr.

COMPRessed AIR FOAM SYSTEMS
Darley offers the widest variety of CAFS on the market. Darley AutoCAFS™ and Odin CAFS provide the solution to all your CAFS needs.

FAST ATTACK SKIDS
Darley Fast Attack Skid units are ideal for brush firefighting needs. Designed to fit into the standard 8’ bed of any pickup truck, the unit features a 200 gallon poly tank with “C” channel construction for easy installation and removal.

PUMP MODULES
Darley offers a large variety of Pump Modules from our compact Solution Series™ PTO driven Modules to Top-Mounted Midship Modules.

MARINE PUMPS
Darley offers marinised versions of our portable, front mount and engine driven pumps featuring engines from Honda and Steyr.

PUMP ACCESSORIES
Darley has a wide variety of pump accessories such as control panels, adapters, mechanical seals, primers, valves, gauges and more.

OHLER PUMPS AND CUSTOM PUMP SOLUTIONS
Ohler pumps offer a range of pumps for industrial applications including diesel fuel, mining and trash flow.
The Darley® Davey pumps, also known as the “affordable portables” are the most economical choice in portable, high-efficiency pumps. Their compact design makes them ideal for a variety of applications such as firefighting, tank filling and water transfers.

**PUMP DESIGN FEATURES**

- Marine-grade aluminum casing
- 3-way discharge port with 1 - 1½” NPTM, 2 - 1” NPTM
- 1½” NPTM suction
- Zinc-plated casing bolts
- Mechanical shaft seal
- Nitrile rubber seal and casing “O” rings
- Self-priming up to 19’
- Easy installation
- Compact and lightweight
- High pumping efficiency
- Low oil protection
- Spark arrester/exhauster diverter

**FEATURES**

- 5.5 HP Honda and 6.5 HP Briggs & Stratton OHV Vanguard with recoil rope start
- Spark arrester/exhauster diverter
- 49 lbs. (22 kg)

**PERFORMANCE**

- 95 gpm (378 L/M) @ 39 psi (2.7 bar)
- 60 gpm (227 L/M) @ 70 psi (4.8 bar)
- 20 gpm (76 L/M) @ 90 psi (6.2 bar)

<table>
<thead>
<tr>
<th>Cat#</th>
<th>5.5 HP Honda OHV with Recoil Rope Start - GX160</th>
<th>6.5 HP Briggs &amp; Stratton OHV Vanguard with Recoil Rope Start</th>
</tr>
</thead>
<tbody>
<tr>
<td>AK302</td>
<td>$1,320.00</td>
<td>$1,330.00</td>
</tr>
</tbody>
</table>

**6.5 HP TWIN-IMPELLER**

**FEATURES**

- 6.5 HP Briggs & Stratton OHV Vanguard with recoil rope start
- 6.5 HP Honda with and without electric start
- Spark arrester/exhauster diverter
- 60 lbs. (27 kg)

**PERFORMANCE**

- 65 gpm (246 L/M) @ 48 psi (3.3 bar)
- 50 gpm (189 L/M) @ 81 psi (5.6 bar)
- 20 gpm (76 L/M) @ 120 psi (9.0 bar)

<table>
<thead>
<tr>
<th>Cat#</th>
<th>6.5 HP Briggs &amp; Stratton OHV Vanguard</th>
<th>6.5 HP Twin-Impeller Honda Electric Start</th>
<th>6.5 HP Twin-Impeller Honda Non-Electric Start (Not Pictured)</th>
</tr>
</thead>
<tbody>
<tr>
<td>AK300</td>
<td>$1,630.00</td>
<td>$1,930.00</td>
<td>$1,630.00</td>
</tr>
<tr>
<td>AK312</td>
<td>$1,630.00</td>
<td>$1,930.00</td>
<td></td>
</tr>
<tr>
<td>AK314</td>
<td>$1,630.00</td>
<td>$1,930.00</td>
<td></td>
</tr>
<tr>
<td>AK315</td>
<td>$1,630.00</td>
<td>$1,930.00</td>
<td></td>
</tr>
</tbody>
</table>

⚠️ **WARNING:** Cancer and Reproductive Harm – www.P65Warnings.ca.gov
## ABLE PUMPS

### 9 HP & 10 HP TWIN-IMPELLER

<table>
<thead>
<tr>
<th>Model</th>
<th>Engine Type</th>
<th>HP</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>AK301</td>
<td>10 HP Briggs &amp; Stratton OHV Vanguard</td>
<td>10.0</td>
<td>$2,630.00</td>
</tr>
<tr>
<td>AK313</td>
<td>10.0 HP Yanmar Diesel</td>
<td>10.0</td>
<td>$5,180.00</td>
</tr>
</tbody>
</table>

### 13 HP TWIN-IMPELLER

<table>
<thead>
<tr>
<th>Model</th>
<th>Engine Type</th>
<th>HP</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>AK305</td>
<td>13.0 HP Briggs &amp; Stratton</td>
<td>13.0</td>
<td>$3,020.00</td>
</tr>
<tr>
<td>AK306</td>
<td>13.0 HP Honda-GX390</td>
<td>13.0</td>
<td>$3,330.00</td>
</tr>
</tbody>
</table>

### DAVEY PUMP OPTIONS

#### SUCTION HOSE AND STRAINER KIT

- **HF-SHSK150** Suction Hose and Strainer Kit $159.95

#### DISCHARGE HOSE & NOZZLE KIT

- **HF-DHNK150P** Discharge Hose and Nozzle Kit $189.95

#### AUTOMATIC PRESSURE RELIEF VALVE KIT

- **BE078** Automatic Pressure Relief Valve Kit $150.00

#### ROLL CAGE WITH BATTERY TRAY

- Pre-drilled powder-coated roll cage with battery tray fits 6.5-13 HP gasoline-driven Davey Firefighter pumps. **Dimensions:** 30”x19”x21”.

- **AK310** Pump Roll Cage with Battery Tray $496.00

### FEATURES

- **AK301**: 10 HP Briggs & Stratton OHV Vanguard or Yanmar diesel with electric start and recoil
- **AK313**: 10 HP Yanmar Diesel

- **AK305**: 13 HP Briggs & Stratton with electric start and recoil back-up
- **AK306**: 13.0 HP Honda-GX390

#### PERFORMANCE

- **AK301**: 95 gpm (378 L/M) @ 83 psi (5.7 bar)
- **AK313**: 92 lbs. (42 kg)
- **AK305**: 120 gpm (454 L/M) @ 36 psi (2.5 bar)
- **AK306**: 120 gpm (454 L/M) @ 40 psi (2.8 bar)

#### WARNING

Cancer and Reproductive Harm – www.P65Warnings.ca.gov
DARLEY GASOLINE
AVAILABLE WITH BRIGGS & STRATTON VANGUARD, HONDA

FEATURES THAT SET DARLEY PORTABLES APART

1. OPTIONAL DARLEY CHROME CAPS AND BRASS ADAPTERS
2. EXHAUST PRIMER
   Allows pump to be primed with lifts up to 22'
3. STANDARD MECHANICAL SEAL
   Injection packing is optional at no additional cost
4. STOW AWAY CARRYING HANDLES
   With ergonomic grips

CALL FOR QUOTES & PRICING

FLOATING PUMPS
HEF 10.5BS FEATURES

- High volume
- Briggs & Stratton, 10.5 HP single cylinder, 4 cycle, 12.8 qt. fuel tank, recoil rope start
- 33"L x 30"W x 20"H, 110 lbs. (50 kg)
- Hard anodized aluminum alloy pump casing
- Bronze impeller
- 11 HP: 2011 Carb Compliant
- High-density polyethylene filled with closed-cell polyurethane foam
- Four built-in carrying handles
- Self priming
- 4" screened suction inlet
- 2½ " NH discharge

HEF 10.5BS PERFORMANCE

- 390 gpm (1450 L/M) @ 20 psi (1.4 bar)
- 250 gpm (946 L/M) @ 40 psi (2.8 bar)
- 200 gpm (757 L/M) @ 45 psi (3.1 bar)
- 100 gpm (378 L/M) @ 60 psi (4.1 bar)

ADDITIONAL FLOATING PUMPS
HEF 11H DOLPHIN™
2BEF-BS PORPOISE™

18 HP PORTABLE PUMPS
2BE 18V FEATURES

- Medium pressure, high volume, direct drive
- Briggs & Stratton: 4 cycle, 18 HP, V-twin, OHV, replaceable oil filter, 8.35 qt. fuel tank, 34.75 cu. in. displacement, 12-volt starter, recoil rope start backup, 16 amp regulated alternator
- 27"L x 21"W x 35"H, 145 lbs. (66 kg)
- Bronze impeller and seal ring
- Stainless steel impeller shaft
- Mechanical seal
- Built-in discharge check valve
- Adjustable discharge valve
- Aluminum alloy casing and discharge valve
- Exhaust primer
- 3" NPT suction
- 2-1/2" NPT or 1-2-1/2" NPT discharges

2BE 18V PERFORMANCE

- 375 gpm (1420 L/M) @ 25 psi (1.7 bar)
- 300 gpm (1136 L/M) @ 45 psi (3.1 bar)
- 100 gpm (379 L/M) @ 140 psi (9.7 bar)

ADDITIONAL 18 HP PORTABLE PUMPS
1-1/4AGE 18V
1-1/2AGE 18V
1-3/4AGE 18V
HE 18V

WARNING: Cancer and Reproductive Harm – www.P65Warnings.ca.gov
21 HP PORTABLE PUMPS

2BE 21H FEATURES
- Medium pressure, high volume, direct drive, engine mounted
- Honda GX 630: 4 cycle, 21 HP, V-twin, OHV, replaceable oil filter, 38.5 cu. in. displacement, 12-volt starter, 20 amp regulated alternator, 6 gal. fuel tank, hose and adapter
- 24”L x 27”W x 22”H, 190 lbs. (86 kg)
- Aluminum alloy casing
- Bronze impeller and wear ring
- Stainless steel impeller shaft
- Mechanical seal
- Adjustable throttle
- 3” NPT suction, 1-2/½” & 2-1-½” or 1-2-½” NPT discharge

2BE 21H PERFORMANCE
- 380 gpm (1438 L/M) @ 25 psi (1.7 bar)
- 150 gpm (568 L/M) @ 115 psi (7.9 bar)
- 100 gpm (378 L/M) @ 135 psi (9.3 bar)

23 HP PORTABLE PUMPS

2BE 23V FEATURES
- Medium pressure, high volume, direct drive, engine mounted
- Briggs & Stratton Vanguard: 4 cycle, 23 HP, V-twin, OHV, replaceable oil filter, 12-volt starter, recoil rope start back-up, 16 amp regulated alternator, 6 gal. fuel tank, hose and adapter
- 24”L x 21”W x 24”H, 195 lbs. (89 kg)
- Hard anodized aluminum alloy casing and discharge valve
- Sulfuric anodized aluminum alloy gear case and engine adapter
- Bronze impeller and wear ring
- Heat treated alloy steel helical gears
- Ball bearing construction pump and engine
- Built-in discharge check valve
- Adjustable discharge valve
- 3” NPT suction, 2-1/½” & 2-1-½” NPT discharge

2BE 23V PERFORMANCE
- 390 gpm (1476 L/M) @ 30 psi (2.1 bar)
- 200 gpm (757 L/M) @ 110 psi (7.6 bar)
- 100 gpm (378 L/M) @ 140 psi (9.7 bar)

64 HP PORTABLE PUMPS

HE 64RP FEATURES
- Ultra high performance
- Rotax 582: 2 cylinder, 2-cycle, 64 HP, liquid-cooled, 12-volt electric start and recoil rope start back-up, 6 gal. fuel tank, hose and adapter
- 34”L x 30”W x 26”H, 225 lbs. (102 kg)
- 170W lighting and recharging coil
- Aluminum alloy casing
- Bronze impeller and seal ring
- Stainless steel impeller shaft
- Belt driven rotary primer
- Heat exchanger with thermal protection circuit
- Loss of prime shutdown
- Pressure governor
- Vernier throttle
- 4” NH suction, 2-½” turn self-locking
- 2½” NH discharge ball valves with caps
- Available with wheels

HE 64RP PERFORMANCE
- 575 gpm (2176 L/M) @ 100 psi (6.9 bar)
- 320 gpm (1211 L/M) @ 200 psi (13.8 bar)
- 165 gpm (625 L/M) @ 250 psi (17.2 bar)

WARNING: Cancer and Reproductive Harm – www.P65Warnings.ca.gov
DARLEY DIESEL PORTABLE PUMPS
AVAILABLE WITH YANMAR, KUBOTA, CUMMINS, JOHN DEERE AND DEUTZ ENGINES. CALL FOR QUOTES AND PRICING

1-1/2AGE 24K FEATURES
- High pressure, low volume, gear driven, engine mounted
- Kubota D902 Diesel: 24 HP, liquid cooled, 12 volt starter, 40 amp. alternator, fuel and oil pump filters
- 36”L x 22”W x 26”H, 376 lbs. (170 kg)
- Aluminum alloy casing and discharge valve
- Aluminum alloy gear case and engine adapter
- Bronze impeller and wear rings
- Stainless steel impeller shaft
- Heat treated alloy steel helical gears
- Ball bearing construction
- 2” NPT suction
- 2-1/2” NPT or 1-2/2” NPT discharges
- Skid base

1-1/2AGE 24K PERFORMANCE
- 2.70 ratio, Standard Impeller
  - 20 gpm (76 L/M) @ 310 psi (21.4 bar)
  - 140 gpm (530 L/M) @ 145 psi (10.0 bar)
  - 180 gpm (681 L/M) @ 80 psi (5.5 bar)
- 3.17 Ratio, High Pressure Impeller
  - 25 gpm (95 L/M) @ 375 psi (25.9 bar)
  - 75 gpm (284 L/M) @ 245 psi (16.9 bar)
  - 120 gpm (454 L/M) @ 150 psi (10.3 bar)

DARLEY MODULES
SOLUTION SERIES™, PUMP MODULES, AUTOCAFS® AND PURIFIRE MODULES. CALL FOR QUOTES AND PRICING

PSM STANDARD MODULE FEATURES
- Darley AutoControl™ governor
- Stainless steel or Vinyl clad aluminum panels
- Foam capable
- Ratings from 500-2000 gpm

OPTIONS
- Top mount
- Top mount with walkway
- Foam systems
- Customer specified discharges
- Deck gun
- Odin AutoFill™
- Crosslay covers
- Deadlays
- Hose trays
- Walkway storage
- Darley factory install

ADDITIONAL MODULES
- PTO Modules
- Midship Modules
- CAFS Modules
- 4S10F PuriFire® Module

WARNING: Cancer and Reproductive Harm – www.P65Warnings.ca.gov
DARLEY PTO PUMPS
PTO AND HYDRAULICALLY DRIVEN PUMPS WITH FLOWS UP TO 1500 IDEAL FOR PUMP AND ROLL APPLICATIONS. CALL FOR QUOTES AND PRICING

HM 250, 350, 500
ASSEMBLY #1 FEATURES
- Single stage, centrifugal, gearbox assembly
- Vertically split, cast iron, bronze fitted pump casing
- Impeller seal ring opposed design to eliminate end thrust
- Splined impeller (not keyed) for longer life
- Oversized, deep groove radial type bearings for longer life
- 10 tooth splined shaft for durability
- Helical cut gears
- 2 1/2” NPT discharge
- 16” x 11 1/2” x 18”H, 140 lbs. (64 kg)

JMP 500 FEATURES
- Two stage, series/parallel, centrifugal, PTO driven
- 3 - 2 1/2” NPT discharge flanges
- 3 - 4” NPT suction flanges
- Rotation: engine or opposite engine
- Gear ratio to fit PTO
- Mounting angles
- 1310/1410 lock on companion drive flange
- JMP 500 NH: Manual control staging valve
- 24 1/2”L x 12”W x 26”H, 250 lbs. (114 kg)

HM 500 PERFORMANCE
- 500 gpm (1893 L/M) @ 150 psi (10.3 bar)
- 375 gpm (1325 L/M) @ 200 psi (13.8 bar)
- 250 gpm (946 L/M) @ 250 psi (17.2 bar)

JMP 500 PERFORMANCE
- 500 gpm (1893 L/M) @ 150 psi (10.3 bar)
- 375 gpm (1325 L/M) @ 200 psi (13.8 bar)
- 250 gpm (946 L/M) @ 250 psi (17.2 bar)
- 100 gpm (378 L/M) @ 500 psi (34.5 bar)

ADDITIONAL ASSEMBLY OPTIONS
ASSEMBLY #2
- Single stage, centrifugal pump, gearbox assembly, suction elbow, discharge head with check valve, 1 1/2 AG & 2 1/2 AG, 1 1/2 AGH & 2 1/2 AGH
- 2 - 2 1/2” NPT discharge, 3 - 3” suction

ASSEMBLY #3
- Single stage, centrifugal pump, gearbox assembly, suction elbow, discharge head with check valve, complete manifolds, discharge valves, adapters and caps, 2 - 2 1/2” NH 1 1/4”, turn ball valves, 2 - 3” NH suction adapters and caps (HM250/350), 2 - 4” NH suction adapters and caps (HM500)

HM 500 PERFORMANCE
- 500 gpm (1893 L/M) @ 150 psi (10.3 bar)
- 350 gpm (1325 L/M) @ 200 psi (13.8 bar)
- 250 gpm (946 L/M) @ 250 psi (17.2 bar)

JMP 500 PERFORMANCE
- 500 gpm (1893 L/M) @ 150 psi (10.3 bar)
- 375 gpm (1325 L/M) @ 200 psi (13.8 bar)
- 250 gpm (946 L/M) @ 250 psi (17.2 bar)
- 100 gpm (378 L/M) @ 500 psi (34.5 bar)

ADDITIONAL PTO PUMPS
1 1/2 AG & 2 1/2 AG
1 1/2 AGH & 2 1/2 AGH
1 1/2 AGD & 2 1/2 AGD
HH 250-500
LSH 500-1000
H 100 BOOSTER
HSP 250
KSP 500-1000
KSPAH 500-1000
LSP 500-1000
LSPH 500-1000
PSP 1000-1500
PSPH 1000-1500
PSD 1000-1500
ZSP 250 & 3000
KDM-HX-PTO
MAGNATRANSTM
MEGATRANSTM

FEATURED TRANSMISSIONS

CHOICE OF U.S. FOREST SERVICE AND CA DEPT. OF FORESTRY

ASSEMBLY #1
- Single stage, centrifugal pump, gearbox assembly, suction elbow, discharge head with check valve, complete manifolds, discharge valves, adapters and caps, 2 - 2 1/2” NH 1 1/4”, turn ball valves, 2 - 3” NH suction adapters and caps (HM250/350), 2 - 4” NH suction adapters and caps (HM500)
The Fast Attack 1 comes with a 13 hp Davey two-stage pump with a 200 gallon Pro Poly tank and Hannay electric booster reel with 100’ of 1” hose.

ATTACK 1 FEATURES
- 13 HP twin impeller Darley Davey pump with Briggs & Stratton engine
- 200 gallon Pro Poly tank
- F4000 Hannay electric rewind reel
- 100’ of 1” booster hose
- Self-priming up to 19’
- 1½” or 2½” NST suction adapter
- 1” tank recirculation
- 1½” tank to pump and discharge
- All stainless steel manifold & piping
- 94”L x 48”W x 42”H, 700 lbs. (318 kg)

OPTIONS
- Water/foam nozzle packages for N.A.F.S.
- Roller and spool hose guide
- Built-in 10 gallon foam cell
- ATP Foam Flurry™ proportioner
- 1½” Mattydale swivel
- Work light
- Poly hose tray
- Additional 2½” discharge
- Custom tank sizes
- Additional custom option available

BENEFITS
- Ergonomically designed
- Forkliftable to standard pick-up bed
- Solid pump performance for grass firefighting

ATTACK 1 PERFORMANCE
AK305
- 120 gpm (454 L/M) @ 40 psi (2.8 bar)
- 95 gpm (360 L/M) @ 108 psi (7.4 bar)
- 20 gpm (76 L/M) @ 146 psi (10.1 bar)

THEORETICAL FRICTION LOSS IN 100’ OF 1” BOOSTER @ 100 PSI
- 12 gpm (45 L/M) @ 2 psi (.1 bar)
- 20 gpm (76 L/M) @ 6 psi (5.2 bar)
- 30 gpm (114 L/M) @ 14 psi (7.9 bar)

ATTACK 2 has the same tank and reel as the Attack 1 but standardizes on our gear-driven or direct-drive Darley pump coupled to an 18 hp engine with control panel.

ATTACK 2 FEATURES
- Darley 18 hp pump
- Exhaust primer
- 200 gallon Pro Poly tank
- Hannay electric rewind reel
- 100’ of 1” booster hose
- All stainless steel manifold & piping
- 94”L x 48”W x 42”H, 900 lbs. (409 kg)

OPTIONS (SAME AS ATTACK 1 PLUS):)
- Briggs Vanguard, Honda and diesel engines
- N.A.F.S. Nozzle Aspirated Foam Systems
- JakPak drop-in bodies

ATTACK 2 PERFORMANCE
1.5AGE 18V
- 120 gpm (454 L/M) @ 130 psi (9 bar)
- 100 gpm (379 L/M) @ 170 psi (11.7 bar)
- 25 gpm (95 L/M) @ 270 psi (18.6 bar)
2BE 18V
- 375 gpm (1416 L/M) @ 25 psi (1.7 bar)
- 300 gpm (1136 L/M) @ 45 psi (3.1 bar)
- 100 gpm (379 L/M) @ 140 psi (9.7 bar)

WARNING: Cancer and Reproductive Harm – www.P65Warnings.ca.gov
The Billy Goat UTV features The Intimidator Truck Series UTV and is armed with powerful, tough, and durable features from top to bottom. Key features include a 6’ black powder-coated aluminum truck bed that conveniently folds down into a flatbed that can handle 1,200 lb., LED headlights, premium seats with headrests for up to three adult passengers, and an overall 2,100 lbs. towing capacity. The Intimidator Truck Series is a powerhouse designed to make even your toughest jobs easy. Intimidator provides different power options with platforms based on 750cc Kohler gas or 1000cc diesel engines - both built with extreme power to get it done.

**INTIMIDATOR TRUCK FEATURES**
- Plastic top
- Warn vantage 4000 lb. electric winch
- Front cargo bed tie down hooks
- Custom graphics
- LED dual purpose warning/scene light
- Rear flashing LED lights
- Brush guard front bumper
- 2” receiver hitch standard on front and rear
- 4 wheel drive
- Optional multi-disc to create fire breaks
- Under bed storage compartments on each side

**FIRELITE TRANSPORT SPECS**
- All aluminum construction with bright aluminum diamond plate
- Hose bed storage section for hard suction, forestry hose, nozzles, etc.
- Flows 65 GPM @ 48 PSI; 50 GPM @ 81 PSI; 20 GPM @ 120 PSI
- Integrated 55 or 70 gallon poly water tank
- 10-24” long velcro® D loop straps included

**PLEASE CONTACT TOMDARLEY@DARLEY.COM FOR ADDITIONAL INFORMATION**

**BP060** Billy Goat UTV Skid Unit (Gas Engine 4x4) $34,495.00
**BP061** Billy Goat UTV Skid Unit (Kohler Diesel Engine 4x4) $37,295.00