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PTO Pumps

Dimensions & Weight

Applications

Standard Features

PTO 1-1/2AG
•	 12" L x 9" W x 12" H
•	 40 lbs. (18.2 kg)

•	 Mini pumper
•	 Tanker
•	 Wildland/attack fire

•	 Aluminum alloy casting
•	 Aluminum alloy gear case
•	 Bronze impeller & wear rings
•	 Stainless steel impeller shaft
•	 Heat treated alloy steel  
	 helical gears
•	 Ball bearing construction
•	 Mechanical seal
•	 2" NPT suction
•	 2" NPT flange on discharge

Specifications

1-1/2AG & 2-1/2AG

darley.com/pumps
800.323.0244

Single Stage, Centrifugal,  
PTO Driven, Gear Driven

150 gpm (568 L/M) @ 180 psi (12.4 bars)
200 gpm (757 L/M) @ 100 psi (6.9 bars)
250 gpm (946 L/M) @ 50 psi (3.5 bars)

PTO 1-1/2AG Performance

PTO 2-1/2AG 
•	 12" L x 9" W x 13" H
•	 45 lbs. (20.4 kg)

150 gpm (568 L/M) @ 250 psi (17.2 bars)
200 gpm (757 L/M) @ 175 psi (12.1 bars)
250 gpm (946 L/M) @ 125 psi (8.6 bars)

PTO 2-1/2AG Performance

PTO 1-1/2AG

PTO 2-1/2AG

PTO 2-1/2AG
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